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(b) In addition to meeting the re-
quirements of § 172.519 for minimum du-
rability and strength, the square back-
ground must consist of a white square
measuring 141⁄4 inches (362.0 mm.) on
each side surrounded by a black border
extending to 151⁄4 inches (387.0 mm.) on
each side.

[Amdt. 172–29, 41 FR 15996, Apr. 15, 1976, as
amended by Amdt. 172–64, 46 FR 5316, Jan. 19,
1981; Amdt. 172–78, 48 FR 10226, Mar. 10, 1983]

§ 172.528 NON-FLAMMABLE GAS
placard.

(a) Except for size and color, the
NON-FLAMMABLE GAS placard must
be as follows:

(b) In addition to complying with
§ 172.519, the background color on the
NON-FLAMMABLE GAS placard must
be green. The letters in both words
must be at least 38 mm (1.5 inches)

high. The symbol, text, class number
and inner border must be white.

[Amdt. 172–123, 56 FR 66261, Dec. 20, 1991]

§ 172.530 OXYGEN placard.
(a) Except for size and color, the OX-

YGEN placard must be as follows:

(b) In addition to complying with
§ 172.519 of this subpart, the background
color on the OXYGEN placard must be
yellow. The symbol, text, class number
and inner border must be black.

[Amdt. 172–123, 56 FR 66262, Dec. 20, 1991]

§ 172.532 FLAMMABLE GAS placard.
(a) Except for size and color, the

FLAMMABLE GAS placard must be as
follows:

(b) In addition to complying with
§ 172.519, the background color on the
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FLAMMABLE GAS placard must be
red. The symbol, text, class number
and inner border must be white.

[Amdt. 172–123, 56 FR 66262, Dec. 20, 1991]

§ 172.536 [Reserved]

§ 172.540 POISON GAS placard.

(a) Except for size and color, the POI-
SON GAS placard must be as follows:

(b) In addition to complying with
§ 172.519, the background color on the
POISON GAS placard must be white.
The symbol, text, class number and
inner border must be black. The words
‘‘TOXIC GAS’’ may be used in lieu of
the words ‘‘POISON GAS’’.

[Amdt. 172–123, 56 FR 66262, Dec. 20, 1991, as
amended by Amdt. 172–139, 59 FR 67490, Dec.
29, 1994]

§ 172.542 FLAMMABLE placard.

(a) Except for size and color, the
FLAMMABLE placard must be as fol-
lows:

(b) In addition to complying with
§ 172.519, the background color on the
FLAMMABLE placard must be red.
The symbol, text, class number and
inner border must be white.

(c) The word ‘‘GASOLINE’’ may be
used in place of the word ‘‘FLAM-
MABLE’’ on a placard that is displayed
on a cargo tank or a portable tank
being used to transport gasoline by
highway. The word ‘‘GASOLINE’’ must
be shown in white.

[Amdt. 172–123, 56 FR 66262, Dec. 20, 1991]

§ 172.544 COMBUSTIBLE placard.

(a) Except for size and color, the
COMBUSTIBLE placard must be as fol-
lows:

(b) In addition to complying with
§ 172.519, the background color on the
COMBUSTIBLE placard must be red.

VerDate 06-FEB-97 08:46 Feb 12, 1997 Jkt 167196 PO 00000 Frm 00321 Fmt 8010 Sfmt 8010 E:\CFR\167196.024 167196


		Superintendent of Documents
	2010-10-28T23:30:32-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




